
PRESSPLATE – quick and easy installation, highest reliability and wide finishing surfaces shows that Comisa’s range is expanding at 
valuable products. We are talking about a kit made-up of one modular template made of galvanized steel with inter-axis plate of 150mm 
for standard taps and 60 mm to connect installations under a sink, toilet taps or washing machine, where are applied two elbows 90° 
press fittings female ½” 16x2.0 or 20x2.0.
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4 SET COMPONENTS

Elbows 90° press fittings female ½” 16x2.0 or 
20x2.0 (2 pcs)

Galvanized iron template with inter-axis 
150/60mm (1 pc)

M4 screws for fittings (6 pcs)

Pegs Ø 8 mm (8pcs)

Holes with a margin for turning the fitting
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DESCRIPTION

PRESSPLATE

To keep up to date with the constantly developing plumbing market we have 

designed and added a new product to the Comisa product range called 

the “PRESSPLATE”. This product is suitable for all markets and it speeds up 
the installation of wall mixers, flush mounted taps, and accessories to 
plaster board.

The product is well designed and simple to use. It helps to make plumbing 

to plasterboard easier and faster and it makes the plumber more efficient 
and productive resulting in a trouble free installation.

PRESS MULTILAYER SYSTEM SETS FOR FIXING MIXERS 
ACCESSORIES TO PLASTERBOARD

The template is designed to be used as a unique piece of inter-axis 150 mm or cutted to 60 mm, which makes our product universal 
for each plumber’s needs.
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Make the hole (s) 67 mm diameter in the plasterboard wall using a 
hole saw.

Allow the multilayer pipes to escape from the holes and  adjust the 
length of the pipes sufficiently to be able to carry out all the phases of 
the installation including pressing.

Align and insert the ends of the pipes into the fittings.

ø
8 mm

 Place the plate horizontally on the plasterboard wall and make the 
fixing holes ø 8 mm taking care not to damage the pipes.

Fix the plate with the screws and plugs provided. Remove the screws 
when the dowels are pulled.

The plate narrow in thickness will be easily incorporated into the 
cement glue used for the laying of porcelain stoneware.

PRODUCT APPLICATION
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 Calibrate and deburr the multilayer pipes.
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Press the fittings following the instructions for installing the Comisa 
Press System.

5

7

2

4

6

8



230

1
0
0

60

150

SERIES CODE DESCRIPTION GROSS PRICE

859 MU08590KT010 PRESS FITTING 859 1/2-16 KIT 01 SAB 35,500 €

859 MU08590KT020 PRESS FITTING 859 1/2-20 KIT 02 SAB 36,550 €

Sets are available in stock and ready to be sent to our customers in the following versions:

PLATE DIMENSIONS (All dimensions expressed in millimetres)

SPECIAL OFFER!

AVAILABILITY

Start new plumbing season with our promotion – we are inviting you to take part in our newest offer of PLATEPRESS set. Only for Comisa’s 
customers we have prepared the offer starting from now for deliveries before 20th of December 2018
 

Promotion rules are simple: purchasing indicated kit quantity, we add absolutely FOR FREE extra sets:
 

50 pcs + 5 FREE
70 pcs +7 FREE 
100 pcs +10 FREE


